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§126.260 Temporary Certificate.

If necessary to prevent delay of the
OSsV, a “Temporary Certificate of In-
spection,” Form CG-854, containing in-
formation listed by §126.220, may be is-
sued pending the issuance and delivery
of the regular Certificate of Inspection.
A temporary Certificate must be car-
ried in the same manner as the regular
Certificate.

§126.270 Amendment.

(a) An amended Certificate of Inspec-
tion may be issued at any time by any
OCMI. The amended Certificate of In-
spection replaces the original, but the
expiration date remains the same as
that of the original. An amended Cer-
tificate of Inspection may be issued to
authorize and record a change in the
dimensions, gross tonnage, owner, op-
erator, manning, offshore workers per-
mitted, route permitted, conditions of
operations, equipment of an OSV, or
the like from that specified in the cur-
rent Certificate of Inspection.

(b) A request for an amended Certifi-
cate of Inspection must be made to the
cognizant OCMI by the owner or opera-
tor of the OSV at any time there is a
change in the character of an OSV or
in its route, equipment, ownership, op-
eration, or similar factors specified in
its current Certificate of Inspection.

(c) The OCMI may require an inspec-
tion before issuing an amended Certifi-
cate of Inspection.

Subpart C—lInitial Inspection

§126.310 Prerequisite to Certificate of
Inspection.

The initial inspection is a pre-
requisite to the issuance of the original
Certificate of Inspection.

§126.320 When made.

(a) No initial inspection occurs until
after receipt of the written application
of the owner or builder of the OSV to
the OCMI in whose zone the vessel is
located. The application must be on
Form CG-3752, ‘““‘Application for Inspec-
tion of U.S. Vessel.”

(b) The initial inspection occurs at a
time and place agreed to by the party
requesting the inspection and by the
OCMI. The owner or the builder, or a

§126.350

representative of either, must be
present during the inspection.

§126.330 Plans.

Before construction starts, the
owner, operator, or builder shall de-
velop plans indicating the proposed ar-
rangement and construction of the
OSV. (The list of plans to be developed
and the required disposition of these
plans appears in part 127 of this sub-
chapter.)

§126.340 Scope.

The initial inspection normally con-
sists of a series of inspections con-
ducted during the construction of the
OSV. This inspection determines
whether the vessel was built to comply
with developed plans and in compliance
with applicable law. Items normally in-
cluded in this inspection are all the
items listed in §126.430 of subpart D of
this part, and in addition the marine
inspector verifies that the arrangement
of the vessel conforms to the approved
plans, that acceptable material is used
in the construction of the vessel, and
that the workmanship meets required
standards for marine construction. The
owner or builder shall make the vessel
available for inspection at each stage
of construction specified by the OCMI.

§126.350 Specific tests and inspec-
tions.

(a) The applicable tests and inspec-
tions set forth in subpart D of this part
must be made during the initial inspec-
tion.

(b) The following specific tests and
inspections must also be conducted in
the presence of the marine inspector:

(1) Installation of piping for gaseous
fixed fire-extinguishing (see §95.15-15 of
this chapter).

(2) Hydraulic-helm steering-systems.
These systems must be tested in the
manual mode, with the hydraulic
pumps secured, for smooth, efficient
operation by one person.

(3) Installation tests and inspections
of lifeboats, rescue boats, davits, and
winches under subpart 94.35 of this
chapter.
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